(SPREADER BOX SELF-PROPELLED)

Chase, Lyon, Ottawa, Saline.$ 12.
Finney, Kearny.............. $ 12.
Remaining Counties.......... $ 13.

POWER EQUIPMENT OPERATOR:

(TRACTOR)
Chase, Lyon, Ottawa, Saline.$ 13.
Cowley. ... e e $ 11.
Finney, Kearny.............. $ 13.
Kingman. ...... oo oeoaoan.. $ 13.
Meade. . ... ... ... $ 12.
Remaining Counties.......... $ 13.

Serviceman (equipment)........... $ 16.

TRUCK DRIVER (HEAVY DUTY,

OFF-ROAD)
Chase, Lyon, Ottawa, Saline.$ 15.
Finney, Kearny.............. $ 15.
Remaining Counties.......... $ 15.

TRUCK DRIVER (SINGLE AXLE)

Chase, Lyon, Ottawa, Saline.$ 15.
Coffey. ..o e e $ 17
Finney, Kearny.............. $ 15.
Remaining Counties.......... $ 15.

TRUCK DRIVER (TANDEM)

Chase. .. ... ... $ 13.
Finney, Kearny.............. $ 14.
Ford. . ... .o, $ 13.
] o= $ 13.
Kingman.......c.oeooeoaaan.. $ 14.
0 o $ 13.
Ottawa, Saline.............. $ 13.
Remaining Counties.......... $ 12.
RENO. ... i $ 13.
Sherman. ......cooeeoeeaan.. $ 13.
Washington.................. $ 13.

TRUCK DRIVER (TRIPLE AXLE and
SEMI)

Chase, Lyon................. $ 17.
Finney, Kearny.............. $ 14.
(C7 = Y/ $ 16.
Ottawa, Saline.............. $ 17.
Remaining Counties.......... $ 14.
= =T o o J $ 16.
Sherman...... ... ... ......... $ 15

91
99
07

49
57
45
25
94
50

33

10
26
78

15

.50

13
10

53
39
96
50
56
73
57
97
75
35
55

0.00
0.00
0.00
0.00
0.00
0.00

1.74

[eNoNoNoNeoNeol JNololNeoNel
OO0 00O0OP~MODOOO
[eNeololoNeoNeoNl) N oloNeoNa]

WELDERS - Receive rate prescribed for craft performing

operation to which welding is incidental.

Unlisted classifications needed for work not included within
the scope of the classifications listed may be added after
award only as provided in the labor standards contract clauses

(29CFR 5.5 (a) (1) (ii)).-
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The body of each wage determination lists the classification
and wage rates that have been found to be prevailing for the
cited type(s) of construction in the area covered by the wage
determination. The classifications are listed in alphabetical
order of "identifiers” that indicate whether the particular
rate is a union rate (current union negotiated rate for local),
a survey rate (weighted average rate) or a union average rate
(weighted union average rate).

Union Rate ldentifiers

A four letter classification abbreviation identifier enclosed
in dotted lines beginning with characters other than "SU" or
"UAVG" denotes that the union classification and rate were
prevailing for that classification in the survey. Example:
PLUM0198-005 07/01/2014. PLUM is an abbreviation identifier of
the union which prevailed in the survey for this
classification, which in this example would be Plumbers. 0198
indicates the local union number or district council number
where applicable, i.e., Plumbers Local 0198. The next number,
005 in the example, is an internal number used in processing
the wage determination. 07/01/2014 is the effective date of the
most current negotiated rate, which in this example is July 1,
2014.

Union prevailing wage rates are updated to reflect all rate
changes in the collective bargaining agreement (CBA) governing
this classification and rate.

Survey Rate ldentifiers

Classifications listed under the "SU" identifier indicate that
no one rate prevailed for this classification in the survey and
the published rate is derived by computing a weighted average
rate based on all the rates reported in the survey for that
classification. As this weighted average rate includes all
rates reported in the survey, it may include both union and
non-union rates. Example: SULA2012-007 5/13/2014. SU indicates
the rates are survey rates based on a weighted average
calculation of rates and are not majority rates. LA indicates
the State of Louisiana. 2012 is the year of survey on which
these classifications and rates are based. The next number, 007
in the example, is an internal number used in producing the
wage determination. 5/13/2014 indicates the survey completion
date for the classifications and rates under that identifier.

Survey wage rates are not updated and remain in effect until a
new survey is conducted.

Union Average Rate ldentifiers

Classification(s) listed under the UAVG identifier indicate
that no single majority rate prevailed for those
classifications; however, 100% of the data reported for the
classifications was union data. EXAMPLE: UAVG-OH-0010
08/29/2014. UAVG indicates that the rate is a weighted union
average rate. OH indicates the state. The next number, 0010 in
the example, is an internal number used in producing the wage
determination. 08/29/2014 indicates the survey completion date
for the classifications and rates under that identifier.

A UAVG rate will be updated once a year, usually in January of
each year, to reflect a weighted average of the current
negotiated/CBA rate of the union locals from which the rate is
based.
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WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

* an existing published wage determination

* a survey underlying a wage determination

* a Wage and Hour Division letter setting forth a position on
a wage determination matter

* a conformance (additional classification and rate) ruling

On survey related matters, initial contact, including requests
for summaries of surveys, should be with the Wage and Hour
Regional Office for the area in which the survey was conducted
because those Regional Offices have responsibility for the
Davis-Bacon survey program. If the response from this initial
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

With regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the
Branch of Construction Wage Determinations. Write to:

Branch of Construction Wage Determinations
Wage and Hour Division

U.S. Department of Labor

200 Constitution Avenue, N._W.

Washington, DC 20210

2.) ITf the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
review and reconsideration from the Wage and Hour Administrator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

Wage and Hour Administrator
U.S. Department of Labor

200 Constitution Avenue, N._W.
Washington, DC 20210

The request should be accompanied by a full statement of the
interested party"s position and by any information (wage
payment data, project description, area practice material,
etc.) that the requestor considers relevant to the issue.

3.) IT the decision of the Administrator is not favorable, an
interested party may appeal directly to the Administrative
Review Board (formerly the Wage Appeals Board). Write to:

Administrative Review Board
U.S. Department of Labor

200 Constitution Avenue, N.W.
Washington, DC 20210

4_.) All decisions by the Administrative Review Board are final.

END OF GENERAL DECISION
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KANSAS DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION TO THE
STANDARD SPECIFICATIONS, EDITION 2015

SECTION 602
MODIFIED REQUIREMENTS - ASPHALT MIXTURES
Project Number: 24-14 KA-3240-01

The asphalt mix listed in TABLE 1 has the following project mix requirements. [Reference TABLE
602-1, COMBINED AGGREGATE REQUIREMENTS].

TABLE 1: PROJECT MIX REQUIREMENTS

MIX CRITERIA |  SR-12.5A (PG64-22)Y
AGGREGATE:

Coarse Angularity (min.%) 75
Uncompacted Voids-Fine (min. %) 42
Sand Equivalent (min. %) 40
Reclaimed Asphalt Pavement (RAP) (max. %) 25
RAP Bulk Specific Gravity 2.525
COMPACTION REVOLUTIONS:

N;ini (level of compaction) 7 (<90.5)
Ndes 75

N max 115
MIX:

VFA | 65 - 78

W Between 0 and 25% RAP may be used. Use the material milled from the project as the RAP source. The
required binder and name shown below are based on the percent RAP used in the contract. The mix will be
paid for at the bid price of SR-12.5A (PG64-22).

Percent RAP Name
0 SM-12.5A (PG64-22)
1-15 SR-12.5A (PG64-22)
16 - 25 SR-12.5A (PG58-28)

For information only, the 20 year design lane traffic is 1.8 million ESALSs.

11/23/15 C&M (BTH)



T alsatiney

<

;,‘, . .

REPE

LEGEND

ROADS AND ROADWAY FEATURES

Controlled Access - Interstate
Kansas Turnpike (KTA)
US Route - Controlled A
US Route - Divided ==~
US Route - Undivided -
State Route - Divided -
State Route - Undivided
RS Route -Paved ...
RS Route - Unpaved -
Minor Road - Paved -
Minor Road - Stone or Gravel -
Minor Road - Soil

ROAD SYSTEM DESIGNATION

Rural Secondary System -
Interstate Numbered Highway

U.S. Numbered Highway

State Highway System o
State Numbered Highway

End of Designated System or
Marked Route

LAMBERT CONFORMAL CONIC PROJECTION

HIT
[

RS SYSTEM REVISED TO NOVEMBER 4, 2003

GENERAL HIGHWAY MAP
CLAY COUNTY
KANSAS
PREPARED BY THE
KANSAS DEPARTMENT OF TRANSPORTATION
BUREAU OF TRANSPORTATION PLANNING
IN COOPERATION WITH THE
U.S. DEPARTMENT OF TRANSPORTATION
FEDERAL HIGHWAY ADMINISTRATION

Miles
2

1 0 1 4

COMPUTER
GENERATED



General Notes 11/9/2015
Page 1 of 1

Department of Transportation

Project No. 24- 14 KA 3240-01

Note

1  The contractor is responsible for establishing and maintaining centerline of the traveled way for the duration of
the project. Splitting the traveled way with a tape measure is an acceptable technique to establish centerline.
This work is subsidiary to other items of work.

2 The contractor shall clean up construction debris/paper and asphalt piles taller than 4" before roadway is open
to uncontrolled traffic.

3  The contractor shall have the asphalt plant on site prior to start of milling.

4  Project start and end milling joints shall be tapered to existing pavement.

5 To achieve appropriate milling and overlay into the bridges, a blocked stringline will be required for milling.

6 Mailbox turnouts will only be overlaid with second lift.

7  All excess milled material not used on this project shall become the property of the Contractor and removed
from the project.
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Rock Wedge

1:1 @ edge of Asphalt

3/4 in. Mill

Match Existing Surface

TYPICAL SECTION

1*' and 2™ lift SR-12.5A

Eachat _1.5 in. Overlay

Rock Wedge

not to scale

_30 ft

2 fit+
wedge

e Typical slope 1.56 % on tangents and on super-elevated sections to match existing super or as directed by the

Engineer.

e  Existing surface may be irregular and contain edge ruts. Contractor to fill to finished slope. Material for
wedges shall be furnished by the contractor and paid for as “Pavement Edge Wedge (Rock)”.

e To allow for a reasonable transition the overlay is to be tapered approximately three feet at all paved side roads
and entrances (except those that are approved to be fully paved).

ROADWAY WIDTHS
Approx. Approx.
Location Feet Width Location Area (sqyd)

Roadway 63054 30' |Widenings
Exception: Bridge (001) 103 Frontier Rd 1266
Exception: Bridge (027) 103 Bridge (001) 124
Exception: Bridge (037) 1097 Bridge (027) 199

Bridge (037) 44
63,054-103-103-1,097=61,751ft Mailbox Turnout MM 268.1 Rt 49
61,751 x 30+ 9 = 205,837sqyd Mailbox Turnout MM 270.1 Rt 58

Mailbox Turnout MM 271.8 Lt 45
Top lift = Mailbox Turnout MM 272.6 Lt 71
Total Roadway+Widenings = Mailbox Turnout MM 274.5 Lt 247
205,837 + 2,183 = 208,019 sqyd Mailbox Turnout MM 274.6 Lt 42

Mailbox Turnout MM 275.2 Lt 38
Milling = Bottom lift =
Top lift - mailboxes=
208,019 - 550.0 = 207,469 sqyd

RATE OF APPLICATION

Quantity based on SR- 12.5A @_0.0816 Ton/yd*

PG 64 -22
SS-1HP @ 0.05 gal/yd’
AS-1 @ 150 Ib/ft?

Millings Computed @ 145 1b/ft’

Date: 11/25/2015 6:50 PM

KANSAS DEPARTMENT OF
TRANSPORTATION

Clay Co.JPROJ. NO. 24-14 KA 3240-01

TITLE: MILLOLROCKW
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ASPHALT APPROACH OVERLAY:: The approach and exit overlay shall be Asphalt Mixture, as
specified on the plans or paid by the bid item designated. The overlay shall taper from the existing
surface in a manner that will provide a smooth transition in grade as shown. Milled material shall be
disposed of in a manner and at a location approved by the Engineer or as otherwise designated on the

plans or notes.

TYPICAL TAPER RATIO

$$$ To achieve appropriate milling into bridges, a blocked stringline will be required. $$$

Final Surface

100 ft.

A

A

A 4

SR-12.5A

2 lifts @ 1.5” Asphalt Mixture

Bridge approaches SR-12.5A One lift @ 1.5” Asphalt Mixture,

Point of Termination

(End of Project, Bridge,
RR x-ing, etc.)

TYPICAL TRANSITION
Location Description Sq. Yd.

z=1-1/2" Bridge (001) A=75' 124 SqYd + (30x175x2/9) 1291
z=1-1/2" Bridge (027) A =50 57 SqYd +(4.5x150/9) +(30x150x 2/ 9) 1132
z=1-1/2" Bridge (037) A =50' 44 SqYd +(30x 150x 2 / 9) 1044
z=2" Project Start A=0' 30x100/9 333
z=2" Project End A=0' 30x100/9 333
Total 4133

Clay Co. | Date: 11/25/2015 6:28 PM

KANSAS DEPARTMENT OF TRANSPORTATION

PROJ. NO. 24-14 KA 3240-01

TITLE: MILLING TRANSITION
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